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ENCRYPTED CELLULAR COMMUNICATIONS 
TRANSMITTER INSTALLATION
When the transmitter and its associated antenna are installed in a metal enclosure the minimum separation distance 
from the classified component to the transmitter is 39 inches.

Caution: Use of cellular technologies must be coordinated with and approved by the Authorizing Official (AO) prior 
to installation.

Ethernet 
Cable must be 

in metal conduit 
grounded to 

panel enclosure.

 39 inches minimum

CELL
The antenna mounted

at least 39 inches from
the exterior skin of

the SCIF.

The antenna cable
must be in metal

conduit grounded
to the XR550 chassis.

Note: Because the cellular antenna is outside the SCIF,
UL will not permit cellular communications as the primary
pathway. It must be programmed as the secondary path.

To provide proper transient suppression, 
the XR550DE panel terminal 4 (negative) 
must be connected to earth ground using 
14 gauge or larger wire. Terminal 4 (negative) 
connects to the enclosure ground internally 
through the XR550DE circuit board. Connect 
to a cold water pipe, ground rod, or building 
ground only. Do not connect to an electrical 
ground, conduit, sprinkler pipes, gas pipes, 
or a telephone company ground.

Power shall be provided 
by an outlet not 
controlled by a switch. 
Use KIT-GOV-ISLT 
Isolation Transformer. 

All transformer wiring 
from the panel 
enclosure must be in 
conduit and exit out the 
left side of the 
enclosure.
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Figure 1:  SCIF Setup Diagram

See LT-1436.

https://buy.dmp.com/dmp/products/documents/LT-1436.pdf

